OPTI MU S 


Cat. No. 12-1748 


8-INCH BANDPASS TUBE SPEAKER 


Your Optimus 8-Inch Bandpass Tube Speaker uses the 
latest in bandpass design technoiogy to add deep, ciean 
sound to your vehicie’s audio system. The 8-inch woofer is 
compieteiy enciosed between two preciseiy-aiigned 
chambers which are designed to produce incredibiy iow, 
chest-pounding bass. 


Your speaker aiso has these advanced features: 

Fourth-Order Bandpass Design — provides incredibie 
iow-frequency response. 

8-Inch Poly-Laminated Woofer — can handie up to 300 
watts (100 watts RMS), yet is stiii efficient at iow power 
ieveis. 

Gold-Plated Contacts — provide the best possibie con- 
nection to your speaker wiring system. 

Note: Your 8-inch Bandpass Tube Speaker is designed 
for auto sound systems of 5 watts or more per channei. 
For the best performance, we recommend you use a 
high-power ampiifier (at ieast 50 watts) or an equaiizer/ 
booster with this speaker. Your iocai RadioShack store 
carries a wide seiection of power ampiifiers and equaiizer/ 
boosters. 


CONNECTING THE SPEAKER 

You can connect your speaker either as a singie speaker 
using an ampiifier that can bridge (combine) the stereo’s 
right and ieft channeis into a singie output, or as one in a 
pair of speakers. 


Note: Speaker wires are usuaiiy coior coded or otherwise 
marked to indicate poiarity. Be sure to connect the wire 
from the ampiifier’s -h output to the speaker’s + terminai, 
and the ampiifier’s - output to the speaker’s - terminai. If 
you reverse these connections, bass response is greatiy 
reduced. 

Follow these steps to connect a single bandpass 
speaker. 

1. Connect the ampiifier to your stereo system as 
described in your ampiifier and auto sound system’s 
owner’s manuais. 

2. Foiiow the ampiifier’s owner’s manuai to bridge the 
ampiifier’s output for a singie speaker. 

3. Cut the speaker cabie to the necessary iength and 
separate the wires about 4 inches on each end. 

4. Strip about V 2 inch of insuiation from the ends of wire. 

5. Connect the speaker cabie to the ampiifier’s output 
terminais. 

6. Loosen the bandpass tube speaker’s terminai posts 
and insert one of the speaker wire’s bare ends in 
each hoie (connecting + to + and - to -). Then tighten 
the terminai posts. 


Follow these steps to connect a pair of bandpass 
tube speakers. 

1. Connect the ampiifier to your stereo system as 
described in your ampiifier and auto sound system’s 
owner’s manuais. 

2. Cut two speaker cabies to the necessary iength and 
separate the wires about 4 inches on each end. 

3. Strip about V 2 inch of insuiation from the ends of each 
wire. 


© 1996 Tandy Corporation. 

All Rights Reserved. 

Optimus is a registered trademark used by Tandy Corporation. 
RadioShack is a trademark used by Tandy Corporation. 


4. Connect one speaker cable to the amplifier’s left 7. Place the speaker on top of the mounting strap and 

channel output terminals and another speaker cable secure the speaker by fastening the mounting strap 

to the amplifier’s right channel output terminals. around it. 

5. Loosen both bandpass tube speakers’ terminal posts 
and insert one of the speaker wire’s bare ends in 
each hole (connecting + to + and - to -). Then 
tighten the terminal posts. (Refer to the previous 
illustration.) 

MOUNTING THE SPEAKER 

Note: The Bandpass Tube Speaker performs best when 

it is positioned in a corner. SPECIFICATIONS 

1. Select a flat surface in the vehicle, such as in the 
trunk or behind a seat. 

2. Slide the supplied mounting brackets onto the 
mounting strap and position the mounting strap 
around the middle of the speaker. 

3. Position the speaker 3-6 inches from the wall sur- 
face, with the port end of the tube (where the speaker 
wires connect) aimed toward the wall. 

4. Using the brackets on the mounting strap as a guide, 
mark the positions for the two bracket screws (about 
11 inches apart). 

5. Move the speaker and strap out of the mounting 
position and drill two mounting holes with a Vs-inch 
drill bit. 

Caution: Be careful not to drill into anything, such as 
fuel lines or electrical connections, beneath the 
mounting surface. 

6. Remove the mounting strap from around the speaker 
and attach the brackets to the mounting surface with 
the supplied screws. 


RadioShack 

A Division of Tandy Corporation 
Fort Worth, Texas 76102 


Frequency Response 52-140 Hz 

Maximum Power 300 Watts 

Power Handling 100 Watts RMS 

Impedance 4 Ohms 

Speaker Element 8-Inch Poly-Laminated Woofer 

Speaker Enclosure 4th-Order Bandpass Design 

Dimensions (HWD) 107s x 12 x 18 Inches 

(27.6 x30.5x44.7 cm) 

Weight 16 lb 

(7.25 kg) 

Specifications are typical; individual units might vary. 
Specifications are subject to change and improvement 
without notice. 


RadioShack Limited Warranty 

This product is warranted against defects for 90 days from date of 
purchase from RadioShack company-owned stores and authorized 
RadioShack franchisees and dealers. Within this period, we will 
repair it without charge for parts and labor. Simply bring your 
RadioShack sales slip as proof of purchase date to any 
RadioShack store. Warranty does not cover transportation costs. Nor 
does it cover a product subjected to misuse or accidental damage. 
EXCEPT AS PROVIDED HEREIN, RadioShack MAKES NO 
EXPRESS WARRANTIES AND ANY IMPLIED WARRANTIES ARE 
LIMITED IN DURATION TO THE DURATION OF THE WRITTEN 
LIMITED WARRANTIES CONTAINED HEREIN. Some states do not 
permit limitation or exclusion of implied warranties; therefore, the 
aforesaid limitation(s) or exclusion(s) may not apply to the purchaser. 
This warranty gives you specific iegai rights and you may also have other rights 
which vary from state to state. 
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